OIL SMART® SWITCH &
PUMP INSTALIATION

“CAUTION~ you

MUST REMOVE ANY
FLOAT SWITCH THAT IS
CURRENTLY IN USE OR
SUPPLIED BY PUMP
MANUFACTURER, IF PUMP
HAS MANUAL/AUTO
SWITCH-SET TO MANUAL.

Installation of the Oil Smart® water
pump switch allows you to comply
with State and Federal regulations and
reduces the risk of adverse publicity,
fines and expensive cleanup costs. The
Oil Smart® water pump switch
prevents inadvertently pumping oil-
contaminated waste into the
environment, improves the reliability
of your electric system and provides a
safe and dry work environment for
your employees.

Wiring Diagram

OIL SMART SWITCH INSTALLATION

THE “ON” POSITION IS THE SHORT STAINLESS STEEL ROD

THE “OFF” POSITION IS THE BOTTOM OF THE LONG STAINLESS STEEL ROD.

INSTALL THE OIL SMART SWITCH SO THE BOTTOM OF THE STAINLESS STEEL ROD (OFF LEVEL)
IS ABOVE THE INTAKE GRATES OF THE PUMP, 1” OR MORE, THIS VARIES BY THE SIZE OF THE
SUMP AND WATER BACK FLOW, IF INSTALLATION IS TOO LOW THE BACK FLOW OF PLUMBING
WATER AFTER PUMP SHUT DOWN, WILL CYCLE PUMP ON AND OFF.

THE INITIAL INSTALLATION SHOULD BE IN A CLEAN ENVIRONMENT, CLEAR OF MUD AND ALL
METALLIC DEBRIS. SWITCH SHOULD BE INSTALLED WHERE THE WATER INTRUSION WILL NOT
DIRECTLY CONTACT OR SPLASH SWITCH BODY.

MUD AND OTHER CONDUCTIVE MATERIALS LEFT ON THE BODY OF SWITCH WILL HAMPER ITS
OPERATION. EFFORT MUST BE TAKEN TO CLEAN SWITCH PRIOR TO LEAVING INITIAL
INSTALLATION.

CLEAN STRUCTURE REQUIRES MINIMUM SWITCH MAINTENANCE FOR A TROUBLE-FREE
OPERATION

INSTALL THE SWITCH IN A MANNER THAT THE ON AND OFF SENSORS CLEAR ANY METALLIC
MATERIAL (EARTH, MUD, CONCRETE, AND ALL METAL) BY A MINIMUM OF 2”

PORTABLE PUMPS: BE SURE AND CLEAN THE SWITCH BEFORE AND AFTER PUMPING EACH
STRUCTURE. DO NOT USE 12/24 VOLT AC-USE 12/24 VOLT DC ONLY

FUSING

FOLLOW THE PUMP MANUFACTURERS INSTRUCTIONS. DO NOT EXCEED THE OIL SMART
SWITCH RATING OF 15 AMPS. SWITCH WHITE PLASTIC CASE MUST BE CLEAN OF ANY
CONDUCTIVE MATERIAL: DIRT, RUST AND SOAP. GLEAN WITH ALCOHOL.






