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OIL SMART® SIMPLEX PANELS

Three Phase Simplex Panel

Technical Specifications:

•	 Panel Enclosure: Heavy Duty NEMA 4X Polycarbonate, 14”x12”x6”
•	 Components Enclosure: Type 3R High Impact Injected Plastic
•	 Oil Smart Switch Dimensions: 2.5”W x 6”H x 1.75”D plus 6” sensor
•	 Liquid Smart Switch Dimensions: 3.5”H x1.5”Wx1.5”D

Oil Smart® Water Pump Switch Liquid Smart® Alarm Sensor

Operation:

When water comes in 
contact with the short 
(on) sensor, the pump 
will turn on; The pump 
will remain on until 
water clears the long 
(off) sensor. If oil comes 
in contact with the on 
sensor, the pump will 
not turn on; however the 
pump switch will activate 
and pump water from 
under the oil. Oil does 
not harm the system in 
anyway. The sensors can 
oscillate through oil and 
see water.

If a high liquid comes 
in contact with the 
sensors of the Liquid 
Smart Alarm sensor, 
the sensor will send 
a signal to the control 
panel that there is a 
high liquid present. 
Simultaneously, the 
alarm sensor will 
differentiate and 
indicate if oil or water is 
present.

Custom Options:

•	 Pump Overload Protection
•	 Additional Component Cord Length
•	 Elapsed Time Meter
•	 Cycle Counter

•	 Main Disconnect Switch
•	 Pump Run Dry Contact
•	 HOA Dry Contact
•	 Wireless Communication

The above Wiring Diagram is Model # OSSIM-TP-3; On Model # OSSIM-TP-3-B, 480V wires 
to Terminal Block Three, #1-3 and the panel includes a built-in 480V to 120V power supply to 
power Terminal Block One, #1-2.
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The dry contacts are each rated for 60V AC or DC, 1 amp maximum. 




