


Oil Smart® System Specifications Sheet

A. Oil Smart® Pump Controller

The Oil Smart® Pump Controller is an industrial grade
switch (UL 508) with internal 20-amp relay used to control
water pumps in elevator, utility, or any dewatering
environment. Installation will allow water to be pumped
automatically without the risk of pumping oil.
Options:
120VAC
20 Ft. Cord with piggyback plug
Model # OSS20PBPR
20 Ft. Cord no plug (hardwire)
Model # OSS20R
230VAC
20 Ft. Cord no plug (hardwire)
12/24vDC
20Ft. Cord no plug (hardwire)
Oil Smart® Alarm
The Oil Smart® Alarm will alert resident or maintenance
personnel of a high liquid level while indicating if oil or
water is present. High Oil and High Water level lights and
standard remote dry contacts.
Options:
Alarm System with High Liquid Audible
Alarm, Red Beacon, Oil Present-Yellow
Light and Water Present-White Light.
Includes power cord. Includes Liquid
Smart® Sensor. Model # OSA-05
Alarm System with High Liquid Audible
Alarm, Red Beacon, Oil Present-Yellow
Light and Water Present-White Light.
Junction Box for hard wiring. Includes
Liquid Smart Sensor. Model # OSA-06

C. Liquid Smart® Alarm Switch

The Liquid Smart® Sensor is a combination of capacitive
and optic all in one encapsulated unit. Differentiates and
indicates the presence of oil or water under high liquid
condition.
Oil Smart® Simplex Control Panel (Optional)
The Qil Smart® Simplex Panel will control pump and alert
resident or maintenance personnel of a high liquid level.
High Oil and Water level lights and standard remote dry
contacts.
Options:
Basic Simplex Panel Model # OSSIM-30
Simplex Total Pump Protection Systems (Single or
Three Phase with several options to choose from) Model #’s:
OSSIM-TP-1, OSSIM-TP-1-D, OSSIM-TP-3, OSSIM-TP-3-
D, OSSIM-TP-3-B,0SSIM-TP-3-B-D)
Oil Smart® Duplex Control Panel
(Optional)
The Oil Smart® Duplex Panel will control pumps and alert
resident or maintenance personnel of a high liquid level.
High Oil and Water level lights and standard remote dry
contacts.
Options:
Duplex Panel (Single or Three Phase with several
options to choose from) Model #’s: OSSD1P-3, OSSD1P-3-
D, OSSD1P-7, OSSD1P-7, OSSD3P-5, OSSD3P-5-D,
OSSD3P-10, OSSD3P-10-D)
Pump(s)
Pump shall be any manual sump pump within approved
rating of controls. Contact Pump Rep for details.

G. Check Valve Recommended (not shown below)

Contact pump rep for details.
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