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Fail-Safe Technology since 1995.

PANEL INSTALLATION:
Caution: to maintain the NEMA type 4x 
watertight feature, make all wiring
connections with seal tight cable grips or 
conduit connections supplied by end user.

1. Determine hole location on panel for
liquid-tight or conduit connectors. Drill
proper sized holes for conduit connections.

2. Determine mounting location for control
panel.  Mount panel using mounting feet
supplied.

3. Attach connectors or conduits.

4. Run pump cables, Liquid Smart cable,
and the Oil Smart pump controller cable
through conduit.  Make field connections 
per enclosed schematic.

5. Run two separate GFCI power line
conductors through conduit. (One 15amp 
120VAC for alarm and one 20amp 
maximum for motor load). Wire to terminals
per enclosed schematic. It is important that 
the alarm circuit is independent of the 
pump to assure that the alarm will 
activate if pump circuit fails.

OPERATION:
Place the hand-off-auto switch in auto 
position. A rise in sump level covering both 
sensors on the Oil Smart® switch energizes
the contract, starting the pump. As the sump 
level drops below the OFF sensor, the circuit 
will turn OFF. The Oil Smart® switch comes 
with ON-OFF differential sensors of 6".

MANUAL:
To manually operate the pump, place the
hand-off-auto switch in the hand
position.

ALARM:
Should the pump fail to lower the sump
level and water activates the "Liquid
Smart Alarm Switch" the external
alarm horn and the high level flashing
(RED) light will energize, simultaneously
energizing the High Liquid Alarm Switch
indicating water or oil present. A drop in
sump level below the "alarm switch" will
de-energize the alarm.

TESTING THE LIQUID SMART SWITCH:
Fill small cup supplied, with water or oil.
Submerge only the plastic lens (optic 
sensor) into water or oil, the alarm will 
activate showing oil present (yellow light).
Now touch finger to the exposed stainless 
steel sensor and the white water light will 
turn on. Place the high water alarm switch
at the high liquid level desired, above the 
normal OFF level of the pump controller.
The alarm is also equipped with dry
contacts indicating high liquid level, oil 
present, or water present.

SERVICE:
Caution: Before checking electrical
connections within the control or attempting 
to replace any components, turn off all 
branch circuits supplying power to the main 
control panel.

The alarm circuit can be tested by
momentarily pressing the alarm test button.
Once satisfied that the alarm circuit is 
functioning, press the silence button the 
alarm will de-energize and automatically 
reset.
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Liquid Smart Switch Dry Contacts
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SIMPLEX & ALARM PANEL
Model# OSASIM-30A

For 240 VAC operation remove
jumper between terminals L2 and N

SINGLE PHASE OIL SMART® NEMA 4X SIMPLEX AND ALARM PANELS

WARRANTY:
SEEwater, Inc. warrants that the 
products will be free from defects in 
material and workmanship for a 
period beginning as of the date of 
purchase for two (2) years. This
warranty is limited to the 
replacement of the product only at 
the sole discretion of SEEwater, Inc.
This warranty valid only when the 
product is installed in strict
compliance with the manufacturer's
installation instructions. SEEwater,
Inc. will in no way be responsible for
the reliability of any pump that is 
connected to or operates with 
SEEwater, Inc. products. SEEwater,
Inc. will replace the product when it 
is returned to SEEwater, Inc., 
postage prepaid with proof of 
original purchase included.

Printed in U.S.A.



Oil Smart Simplex Panel
Part# OSSIM-30 

T1 T2

Field Wiring Connections

120V *(For 240V,
Remove Jumper)

Pump           Oil Smart Switch

 L1      L2       N*      T1      T2 Brown   Black  White
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