


WASTEWATER / SEWAGE DUPLEX CONTROL PANELS

W\\ Single Phase Wastewater/Sewage Duplex Panel

A typical Duplex pump installation showing
a pump on "start" float, pump off "stop"
float, high demand two-pump operation
float and a high liquid alarm float. All pump
cords are connected to the
wastewater/sewage control panel. On the
models with 3 floats, the third float is
two-pump operation and an alarm. On the
models with 4 floats, the third float is
two-pump operation and the fourth float is
the alarm.

Conduit
sized by
end-user

Three Phase Wastewater/Sewage Duplex Panel

Custom Options:

e Pump Overload Protection
e Elapsed Time Meter

e CycleCounter Pump outlets
e Main Disconnect Switch
e Wireless Communication

OPTIONAL - HIGH
LIQUID ALARM

Additional Product Options:

For electronic controls, refer to SeelWater's
SCS Dial-a-Time Pump Control: The

Reliable Choice for use in Dewatering and HIGH ODEMAND L
ot TWO PUMP
Sewage Applications OPERATION

The SCS Time Adjustable Pump Control
allows the end user to dial-a-time to the
desired "on" and "off" pumping range; the
built in 8-position dial has eight pump
down choices from seconds to minutes to
suit the needs and size of the application.

The SCS switch replaces conventional
tethered float switches; it reduces pump
cycling, works well in confined
applications, and prevents false actuations.

Fail-Safe Technology since 1995.
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