


www.seewaterinc.com or www.oilsmart.org
951.487.8073  •  888.733.9283  •  Email: info@seewaterinc.com

121 North Dillon Street • San Jacinto, CA 92583
P.O. Box 1269 • San Jacinto, CA 92581

Specifications:
 • Plastic: Type 3R High Impact Injected Plastic
 • Sensors: Type 304 Stainless Steel
 • Standard Temperature Operating Range: -33°F   
   (-36°C) to 170°F (77°C)
 • Operating Temperature: Designed to operate up to 30   
   psig at 70°F (21°C)
 • Standby Current: .004 Amps
 • Technology: Capacitive type sensitive to variations in   
   dielectric constant of water and/or hydrocarbons
 • Contol Circuit: Solid State 

Hardwiring:

Maintenance:
The Oil Smart® Pump Switch is designed for normal sump 
environments and tested to withstand the normal 
environment of a pump switch.

For 24 hour troubleshooting, call 888-733-9283.

Warranty:
SEE Water, Inc. warrants that the See Water Oil Smart Pump 
Switch will be free from defects in material and  workmanship 
for a period beginning as of the date of purchase for two (2) 
years. Replacement of the switch only at the sole discretion 
of See Water Inc. This warranty is valid only when the product 
is installed in strict compliance with the manufacturer's 
installation instructions. SEEwater, Inc. will in no way be 
responsible for the reliability of any pump that is connected to 
or operates with SEEwater, Inc. products. See Water, Inc. will 
replace the switch when it is returned to See Water's factory, 
postage prepaid with proof of original purchase included.

 

Operation:
Normal Condition (Water Only)
The short sensor probe turns the pump 
"on" and the long sensor probe turns 
the pump "off". When the short sensor 
is in contact with water, the pump will 
continue to cycle "on and off" until the 
short sensor detects oil.

Oil Present Condition
The pump will not cycle if oil is in 
contact with the short sensor.

High Water (Oil Present Condition)
If additional water enters the basin, it 
will cause the oil layer to rise above the 
short sensor, resulting in the pump 
cycling.
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